AARDAARDWOLF LIFTING CLAMPS

Models: Aardwolf Lifter 30, Aardwolf Lifter 40
Aardwolf Lifter 50, Aardwolf Lifter 60

Aardwolf Lifter 75  

                    Patents

AU   691095                  EP   0815048
BR    9604876                JP    3090334

CA   2215907                KR   359669

CN   1178511                US  5893595

ES    96905604              VN  1864

Safety Instructions

Keep these instructions within easy access of operators. It is important that 

   operators understand these warnings and instructions before using clamp.

1. Warning.  Select proper size clamp for the job. Determine the weight of 

the slab to be lifted. Do not exceed WLL (Working Load Limit) shown on clamp.

Slab thickness must be within grip range specified by the manufacturer. 

2. Warning.  Inspect clamp. If the clamp is worn or damaged, do not use.  

3. Warning.  The grip depends on friction. Check that the rubber pads are 

free from dirt, grease and other substances that may reduce their effectiveness.  

4. Warning.  Loads consisting of more than one piece should only be lifted 

if they are tightly combined into one unit.  

5. Warning.  Do a risk assessment of the material that is being lifted. The 

slab must be free of fractures and other defects that may cause the slab to fall 

apart while being lifted.  

6. Warning.  Do not Lift wet slabs. The grip depends on friction. Lifting wet 

slabs may cause the rubber pads to lose their grip.  

7. Warning. Position the clamp so that it is square with the slab to be lifted, 

and in the centre of the slab so that the load is balanced.  

8. Warning. Make sure that slab is inserted to the full depth into the 

opening of the clamp.  

9. Warning. Take up slack slowly. A trial tensioning of load will usually indicate

 proper balance.  

10. Warning. Do not lower clamp onto other slabs or material while lowering 

slab into racks as clamp will release its load.
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Instructions for Use

1. Move top of slab out from pack of slabs by means of pinch bar and 

wedge, allowing enough room for back plate of clamp to pass between 

slab and pack of slabs. Do not move top of slab pass centre of balance, 

keep slab in inclined position.  

2. Position the clamp squarely and in the centre of the slab so that the load is

 balanced.  

3. Make sure that the slab is inserted full depth into the opening of the clamp.  

4. Release the locking latch so that the jaws will lock onto the slab when the

 lifting cable is raised.  

5. Lift slab slowly to ensure load is balanced.  

Warning! Before lowering the load, make sure that there are no obstructions 

that the load or the clamp could unintentionally rest on. In this event the clamp 

can drop the load.  

Important: Carefully observe the Safety Instructions supplied with the 

lifting clamp.  

Inspection, Maintenance & Repair  

It is important to establish a regular procedure for clamp inspection. Frequency 

of inspection will depend upon the amount of use the clamp receives. You may 

wish to maintain a written record, indicating inspection dates, condition of the 

clamp on each of those dates. and any repairs made. Inspection records should

 be reviewed periodically.
